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SOIL BORING LOG

Date _2/5/05

ROUTE F.AL 1-94 / 1-90_ DESCRIPTION Dan Ryan Expressway (D-91-419-01) LOGGED BY RP.
SECTION LOCATION  Chicago, lllinols
COUNTY Cook DRILLING METHOD Hollow Stem Auger HAMMER TYPE Automatic
STRUCT. NG. D B u M || sufacs Water Elex, ft
Station 87th Sfreet E l[i g ? Stream Bed Flev. ft
BORING NO. B87-6 Tw S || Grounduater Elev.
Station 1257+78.81 H S Ou T First Encounter Dry ft
Offset -3.30ft (SBDR) . ) Upon Completion fi
Ground Surface Elev. -10.78 fo (W08 it | After Hrs. ft
Asphalt, 4' -1141
Concrete, §' 1178 7
Sub Base, Gravel 12,28
(FILL) / ]
Hard 62 |38
Gray e I B
SILTY CLAY LOAM
- 7
|9 50 |130
578 5 % | B
Hard / Dense
Gray ]
SILTY CLAY LOAM / SILTY -1 8
LOAM 8 74 | 12.0
19 B,S
1 6
7 6.9 |[12.0
MERES
9
22 |69 |90
-23.28 B S
Very Dense
Gray ]
SILTY LOAM -1 2
] 32 8.0
5] B
1w
28 8.0
R
1o
36 9.0
3078wl ¥
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Date _2/5/05

Dan Ryan Expressway (D-91-419-01) LOGGED BY RP.

End of Boring

The Unconfined Compressive Strength (UCS) Failure Mode 15 indicated by (B-Bulge, S-Shear, P-Penstrometer)
The SPT (N valuel1s the sum of the last two blow values 1n each sampling zone {AASHTO T206)

TYLININTERNATIONAL

BBS, from 137 (Rev. 8-99)

SECTION Location  _Chicago, Illinois
COUNTY Cook DRILLING METHOD Hollow Stem Auger HAMMER TYPE Automatic
STRUCT. M. D} B | U M lisuface Hoter Elew. I
Station 87th Street E I[-] g [I) Stream Bed Elev. ft
BORING NO. B87-8 Tiw S5 |l Groundwater Elev.:
Station 1260+03.89 H S Qu T First Encounter Dry ft
0ffset -2.98f1 (SBDR) ) Upon Completion ft
Ground Surface Elev, ~-8.95 [P L NG (/-) After Hrs. it
fisphalt, 6 -9.45
Concrete, 8'
b ool -18.42 —
ub Base, Grave. ]
(FILL) 1079 |
bray 8
Clay and Sond (FILL) -1 7 Lo
— 1
11
R 10.0
1395 5| 18
Yery Stff o Hard / Dense
Gray 7
SILTY CLAY LOAM / SILTY — 18
LOAM 2780 (11
A& S
1 s
2177 1118
B B ]S
R
T28 |36 |08
25 S
1 9
19 (1.4 [10.0
2395 | 2 | S
Very Dense
Gray ]
SILT / SILTY LOAM 1 13
32 8.0
-26.45 *
Hard / Very Dense
Gray -
SILTY CLAY LOAM / SILTY — 14
LoAM REARERLE
2895 | 38 | S

End of Boring

The Unconfined Compressive Strength (UCS) Failure Mode 1s indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value)is the sum of the last two blow values 1n each sampling zone (AASHTO T206)

LEGEND

NON-PLASTIC

BULGE FAILURE

SHEAR FAILURE
POCKET PENETROMETER

=
WJV)UJh

BBS, from 137 (Rev.8-99)

F.A.L
RTE.

TOTAL [SHEET
SECTION COUNTY  1olEETS! ™ NO.

94
STA.

* COOK 764 751

S50, 3Bl PHn)TO STA. 1313+00 (SB RYAN)

FED. ROAD DIST. NO. lILLINOIS| FED. AID PROJECT

* (1516.1, 1717, & 1818) R-5

62593
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REVISIONS
NAME

ILLINOIS DEPARTMENT OF TRANSPORTATION
F.A.I. 94 (DAN RYAN EXPRESSWAY)

SOIL BORINGS B87-6 & B8T7-8

SCALE: N.T.S.
DATE: MARCH 1, 2006

DRAWN BY: MPG
CHECKED BY: JPM




